
     

Product Features:

Standard, step dim microwave and emergency options available
Tough and durable body with polycarbonate diffuser
Wall and ceiling mount
LED lifespan 60,000 hours L70
X4 20mm conduit entry points

General information:
Wattage (W) 12 / 16 / 18

Lumens (lm) 1,450 / 1,800 / 1,950

Efficacy (lm/W) 124

Beam Angle 140

CRI 80

Colour Temperature (K) 3000 / 4000 / 6000

CCT 3CCT

Operating Temperature From -20

Operating Temperature To 40

Application Location Internal

Technical information:
Class Rating 1
Input Type 220-240V AC
IP Rating 66
IK Rating 8
L70 Hours 60000
L80 Hours 0
L90 Hours 0
Product Warranty (Years) 5
SDCM 0

Technical Specification

Hatherton
Category: Hatherton
Part Number: 431132
Description: Hatherton Multi Bulkhead 12W/16W/18W 3CCT IP66
White Plug & Play
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Compatible Products:

431127

Alwen Plug & Play MW Sensor
(For Bulkheads)

430963

Grafham Bulkhead Emergency
Conversion Pack 2W Plug &
Play

401595

Hatherton Multi Bulkhead
Decorative Bezel Black

401592

Hatherton Multi Bulkhead
Eyelid Bezel Black

401589

Hatherton Multi Bulkhead Full
Bezel Black

401588

Hatherton Multi Bulkhead Full
Bezel White

401598

Hatherton Multi Bulkhead Grill
Bezel Black
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