
Product Features:

General information:
Wattage (W) 18 / 32

Lumens (lm) -

Efficacy (lm/W) -

Colour Temperature (K) -

IP Rating 20

Class Rating 2

Dimmable Triac

Technical information:
Application Location Internal
Input Type 220-240V AC
Driver Type CC
Operating Temperature (°C) -10 - +40
Product Warranty (Years) 5
Driver Brand Lumineux
Socket N/A
Install Options BESA/Conduit
Install Type Push Terminal
Replaceable Driver No
Replaceable LED No
Body Material ABS
Maintained Maintained/Non-

Maintained
Sensor Technology Microwave

Technical Specification

Category: Drivers
Part Number: 430266
Description: LED Triac Dimmable Driver 18W-32W DC30-40V 200-
240V Flicker Free
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Compatible Products:

431272

Wraysbury Backlit Panel
600x600 28W 3CCT White
UGR TP(a)

431270

Wraysbury Backlit Panel
600x600 30W 4000K White

431270-MP

Wraysbury Backlit Panel
600x600 30W 4000K White 10
Pack

431271

Wraysbury Backlit Panel
600x600 30W 4000K White
UGR TP(a)

431271-MP

Wraysbury Backlit Panel
600x600 30W 4000K White
UGR TP(a) 10 Pack

430060

Wraysbury Indirect Panel
600x600 30W 4000K White
UGR TP(a)
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