Lumineux
Melbury Plus

Category: Melbury Plus

Part Number: 431380

Description: Melbury Plus Floodlight 70W 4000K IP65 Black Plug &
Play
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¢ P65 rated floodlight
¢ Diecast aluminium body
* Angled bracket for ease of installation
¢ Supplied with 1M prewired HO5RN-F cable
¢ PIR Override via remote
Wattage (W) 70 Application Location Internal
Lumens (Im) 8750  Beam Angle 100
Efficacy (Im/W) 125  CRI 80
Colour Temperature (K) 4000 |nput Type 220-240V AC
IP Rating 65  Driver Type CC
IK Rating 6 Operating Temperature (°C) -20 - +30
Class Rating 1 Product Warranty (Years) 3
Energy Rating C  Driver Brand Lumineux
Dimmable Fixed  Socket N/A
L70 Hours 50000  Frequency (Hz) 50 | 60
Paint Finish (RAL) 7224 Diffuser Material Glass
Install Type 1m HO5RN-F
Replaceable Driver Professional
Replaceable LED Professional
Body Material Aluminium
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431382 431383

Melbury Plus Floodlight Plug & Melbury Plus Floodlight Plug &
Play Dusk to Dawn Sensor Play PIR Sensor
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