Technical Specification

Carsington Plus

Category: Carsington Plus
Part Number: 431402-25-415V

Description: Carsington Plus Sports Flooodlight 1360W 5000K IP66

Black 25x130D (200-415V Control Gear Included)

@3k CE

| .
|

Lumineux

Product Features:

Ultra-high system efficiency

High quality Lumileds LED chip and Inventronics driver
Control gear has IP68 Plug & Play connectors
Professionally designed true asymmetric flat optics
High quality Akzo Nobel anti-corrosion powder coating

DALI Driver

General information:

Wattage (W)
Lumens (Im)
Efficacy (Im/W)

Colour Temperature (K)

IP Rating

IK Rating

Class Rating
Dimmable

L70 Hours

Paint Finish (RAL)

1360
183600
135
5000
66

9

1
DALI2
100000
9005

Technical information:

Application Location
Beam Angle

Optics

CRI

Input Type

Driver Type

Operating Temperature (°C)
Product Warranty (Years)
Driver Brand

Socket

Frequency (Hz)

Finish

Diffuser Material
Product Weight (kg)
Install Options
Install Type
Replaceable Driver
Replaceable LED
Body Material

External

25
Asymmetric
70

220-415V AC
CC

-30 - +50

5

MOSO

N/A

50 | 60

Akzo Nobel Powder
Coating

Polycarbonate
35.5
BESA/Conduit
1.5m HO5RN-F
No
Professional
Aluminium
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Carsington Plus

Category: Carsington Plus

Part Number: 431402-25-415V

Description: Carsington Plus Sports Flooodlight 1360W 5000K IP66
Black 25x130D (200-415V Control Gear Included)
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