Technical Specification

Category: truSmart Sensors
Part Number: 440033
Description: truSmart Crown Stand-Alone PIR
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Product Features:

o Wireless smart lighting control — Integrates with the TruSmart
system for automated and configurable lighting control.

* Energy saving operation — Automatically adjusts or switches
lighting based on occupancy, helping to reduce unnecessary
energy consumption

¢ Flexible installation & integration — Plug-and-play options
available, including Zhaga-compatible sensors, for easy
integration with compatible luminaires.

General information:

Wattage (W)

Lumens (Im)

Efficacy (Im/W)

Colour Temperature (K)

IP Rating 20
IK Rating

Class Rating

Dimmable 0-10V / truSmart

Technical information:

Application Location Internal
Input Type 200-240V AC
Operating Temperature (°C) -10 - +40
Product Warranty (Years) 5
Socket N/A
Install Options BESA/Conduit
Install Type Terminal
Replaceable Driver No
Replaceable LED No
Body Material Polycarbonate

Maintained Maintained/Non-

Maintained
Sensor Technology PIR
Sensor Type On-Off
Max. Mounting Height (m) 5
Hold Time 5sec - oo
Detection Radius 8
Standby Power 1.0
Standalone/Grouping Grouping
Control Type App Based
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