
     

Product Features:

Versatile and durable LED bulkhead suitable for commercial,
industrial, and outdoor ancillary applications, with robust IP65
weatherproof rating and high-impact IK08 protection
Energy-efficient performance at up to 95 lm/W, delivering
excellent lumen output across selectable options (750 lm at 8W,
950 lm at 10W, 1,350 lm at 14W)
Durable construction featuring tough ABS base/housing for
impact resistance and a frosted polycarbonate diffuser for even,
glare-free light distribution; sleek white RAL 9003 finish with wall
or ceiling mounting options
Wattage and CCT selectable in one luminaire — choose from
8W/10W/14W outputs and 3000K (warm), 4000K (neutral), or
6000K (cool) colour temperatures via easy internal switches.

General information:
Wattage (W) 8 / 10 / 14

Lumens (lm) 750 / 950 / 1350

Efficacy (lm/W) 95

Colour Temperature (K) 3000 / 4000 / 6000

Operating Temperature From 0

Operating Temperature To 0

Technical information:
L70 Hours 0
L80 Hours 0
L90 Hours 0
SDCM 0

Technical Specification

Ridgegate
Category: Ridgegate
Part Number: 430150-E3
Description: Ridgegate Bulkhead 8W/10W/14W 3CCT IP65 White
Plug & Play E-SEL3 Emergency
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Compatible Products:

431127

Alwen Plug & Play MW Sensor
(For Bulkheads)
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