


Carsington Plus Sports Floodlight

The light source of this unit is not  
replaceable; when the light source  
reaches its end of life the whole  
luminaire shall be replaced.

Disposal of Electronic Equipment 
WEEE Directive 2002/96/EC This 
product falls within the scope of 
the Waste Electrical & Electronic 
Equipment Directive (WEEE), which 
means the product should not be 
disposed of as normal household 
waste. Please recycle where  
facilities exist or check with your 
Local Authority.  
RoHS – All components and  
materials used in this product are 
RoHS 2002/95/EC compliant.

Specifications may change from 
time to time. The information  
contained in this leaflet is for 
guidance only and should not be 
considered as always accurate  
and should be treated as  
not representative.

Standard	 -20º to +45ºC

Technical Helpline: +44 (0)1507 328031

DISPOSAL

WARRANTY

OPERATING TEMPERATURE

Part No. Description Watts L (mm) W (mm) H (mm)

430510-25 Carsington Plus 600W 728 538 114

430510-40 Carsington Plus 600W 728 538 114

430510-60 Carsington Plus 600W 728 538 114

430511-25 Carsington Plus 960W 580 656 138

430513-25 Carsington Plus 1650W 791 673 138

Part No. Description Watts L (mm) W (mm) H (mm)

430512 Carsington Plus Control Gear - 100V - 277V 960W 613 185 74

430526 Carsington Plus Control Gear - 390V - 415V 960W 613 185 74

430514 Carsington Plus Control Gear - 100V - 277V 1650W 628 185 119

430527 Carsington Plus Control Gear - 390V - 415V 1650W 628 185 119

CARSINGTON PLUS SPORTS FLOODLIGHT DIMENSIONS

CARSINGTON PLUS CONTROL GEAR DIMENSIONS

Revision 2
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This luminaire is warranted for a 
period of 5 years from the date of 
purchase. The backup battery  
pack in the emergency version is 
warranted for a period of 12 or 24 
months*. The warranty could be 
invalidated should the light fitting 
not be installed according to these 
instructions, outside the scope of 
the specification or the product 
has been altered or tampered with 
in any way. Please see website for  
terms and conditions.  

* Please see our website for more detailed information.

CARSINGTON PLUS BACK SPILL PLATE INSTALLATION

M5 screws*4pcs

Unscrew the screws
M5 inner hexagon

M5*22mm stainless steel
inner hexagon screw*4pcs

M5 stainless steel washer*4pcs

Light barrier*1pc

M5 inner hexagonFix light barrier,tighten M5*22mm screws and washer

Complete installation of light barrier

Light Barrier -Installation Instructions
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4mm Hex Key

4mm Hex Key

M5 22mm stainless steel
inner hexagon screw - 4pcs
M5 stainless steel
washers - 4pcs

Light barrier - 1pc


